SWTPC MODIFICATION -- APPLICATION NOTICE AN #122A

Product: S/09 Computer System
Date: Nov. 14 1980 G.K./J.D.

Hardware Modifications for the UNIFLEX™ and FLEX™ Operating Systems

In order to use the UNIFLEX™ and FLEX™ operating systems on SWTPC
S/09 computers, it is mandatory that the following modifications be made
to the MP-MB motherboard, MP-ID interface driver and the MP-09A
processor board in the S/09 computer. These modifications have already
been made at the factory if the MP-MB board is a REV A or higher, the
MP-ID board 1is a REV C or higher and the MP-09A board is a REV C or
higher. Appropriate revision stickers are attached along the top edge of
all boards updated by SWTPC.

Preparing the System

Before attempting any modifications to the system, power down the
entire computer system. If located in a desk, carefully remove any
attached interface cables while noting where each is connected. Remove
the S/09 computer chassis from the desk where applicable and place it on
a table top where it may easily be serviced. Remove the four screws
which secure the cover to the chassis and remove the cover. Remove the
two screws from the rear panel which hold the MP-ID board's trim strip
to the rear panel. The MP-ID board has a single DB-25 connector and is
located to the far left of the chassis as viewed from the front of the
computer. Carefully remove the MP-ID interface driver board by
alternately 1lifting up and pushing down on each end of the board.
Carefully remove the MP-09 processor board by alternately 1ifting up on
each end of the board. Modifications will also need to be made to the
MP-MB motherboard but may be done without removing the motherboard from
the chassis.

Modifying the MP-MB Motherboard

The three terminating resistor packs on the MP-MB motherboard
nearest the front of the chassis must be removed. (See figure 1.)
Remove them by grasping each with your fingers or pliers and slowly
bending back and forth until each snaps off. If done properly they
should break clean. The two terminating resistor packs nearest the rear
of the chassis must be left intact.






